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SV25H Narrow Track

Mini Skid Steer Loader 

Engine Power: 28HP 

Rated Lift Capacity: 500Kg 

High Flow System: 60L/pm 

YANMAR 
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Specifications 

SV25H NARROW TRACK BASIC UNIT 

Dimensions U.S. Metric 

A Angle of Departure 21° 21°

B Carry Position 8 in 206 mm

C Dump Angle @ Maximum Height 36° 36°

D Dump Height with Standard Bucket 52 in 1327 mm

E Dump Reach @ Maximum Height  30 in 750 mm

F Ground Clearance 5.5 in 140 mm
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Dimensions U.S. Metric 

G Ground Clearance-under platform 7 in 180 mm

H Height to Bucket Hinge Pin, max 74 in 1870 mm

I Height 49.6 in 1260 mm

J Length without Attachment 76.5 in 1942 mm

K Length with Standard Bucket 102 in 2603 mm

L Operating Height 105 in 2660 mm

M Rollback @carry Position 22° 22°

N Rollback Fully Raised @ Maximum height 99° 99°

O Ground Contact Length 38 in 955 mm

P Turning Radius with Standard Bucket 59 in 1500 mm

Q Width with 180mm (7-in) Tracks 34.6 in 880 mm

R Track Gauge 27.7 in 704 mm

S Width with Std. Smooth Bucket 35.4 in 900 mm

Performance U.S. Metric 

Ground drive speed, forward and reverse 4.6 mph 7.4 km/h

Ground pressure, 7” (180 mm) tracks * 5.3 psi 0.36 bar

Tipping capacity 

The rated operating capacity for this machine was determined using a standard bucket in 

the drive position with center of gravity 7 in (18 cm) from the mounting plate. Depending 

on the attachment, the actual operating capacity of the attachment may vary.

2423 lb 1099 kg

Machine weight (no attachment, fluids full) 2619 lb 1188 kg

* Includes machine weight, 175-lb (80-kg) bucket, 165-lb (75-kg) operator 2961 lb 1343 kg

Battery 

SAE reserve capacity 110 min, SAE cold crank @ 0°F (-18°C) 800 amp, 12V electrical system 

Fluid Capacities U.S. Metric 

Fuel tank 10 gal 38 L

Engine oil, with filter 1.5 gal 5.5 L

Hydraulic reservoir 10.6 gal 40 L

* Specifications are called out according to SAE recommended practices. Specifications are general and subject to

change without notice. If exact measurements are required, equipment should be weighed and measured. Due to

selected options, delivered equipment may not necessarily match that shown.
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SV25H Narrow Track Power Specifications 

Power U.S. Metric 

Engine: Yanmar// 3TNV80F, Diesel, EPA Tier 4, Made in Japan, EPA Approved 

Number of cylinders 3 

Displacement 67 in3 1.3 L

Bore 3.07 in 78 mm

Stroke 3.08 in 78.4 mm

Manufacturer’s gross power rating (per SAE J1955) 27.75 hp 19.2 kW

Rated engine speed 3000 rpm 3000 rpm

Hydraulic System U.S. Metric 

Auxiliary: Gear pump     Danfoss Made in Germany 

Flow rate 12.9 gpm 49.2 L/min

Pressure 3046 psi 210 bar

Ground drive pump type      Bondioli Made in Italy Double closed circuit axil piston pumps 

Ground drive pump capacity 2x10.8gpm 2x41L/Min 

Ground drive pump relief 2611 psi 180 bar

Specifications are called out according to SAE recommended practices. Specifications are 

general and subject to change without notice. If exact measurements are required, equipment 

should be weighed and measured. Due to selected options, delivered equipment may not 

necessarily match that shown. 
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