
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 2750kg Operating Weight  

 2-Speed Hydrostatic 4WD  

 1300kg Lift Capacity  

 4m reach  

 Overload Protection System  

 Three Steer Modes  

 



  

 

The compact Hyload HTL400 Telehandlers are unique in the combination of lift height, width and machine performance. 

With the 4 wheel drive and all-wheel steering, you have complete stability and are well-equipped for many different tasks. 

We are providing you with our telehandler, with good, extensive and sturdy standard equipment. With our different 

options, you can also assemble your machine in terms of drive, tires, hydraulics and the operator's cab so that it is 

completely customised to you, your business, and your work tasks. 

Comprised with only the best reliable componentry throughout the machine along with it’s Drive train made in Germany 

incorporating world renowned brands such as Perkins® Engine, Danfoss® Hydraulics and Spicer® Axles  allows superior 

performance and minimal down time.  

The Engine consist of a powerful diesel Perkins – Low 

Emission Turbo Powered Engine. The 403J-11T model which 

is a water-cooled, 3 cycle engine with a power output of 30 

Horse Power. This model is specifically designed to be used 

in compact construction equipment and all forms of the 

industrial and agricultural sectors and has proven its 

reliability and performance.  

It reaches 95Nm of torque at 2800rpm also allowing high 

power and productivity even at lower speeds. This 

advantage also decreases fuel consumption significantly and 

operating cost of the machine.   

The Euro stage 4 engine meets the European emission 

standard making it environmentally friendly also offering 

maximum comfort to the operator thanks to low noise 

levels and minimizing disturbance for the environment. 

 

 

 

The HTL4001 incorporates High volume hydraulic system pow 

ered by the world-renowned brand Danfoss® (Germany). The 

hydro - static 4WD system with two speeds provides 

maximum torque, higher work efficiency and durability. The 

systems is comprised o f a variable displacement pump and 

two speed drive motors with torque transfer via heavy duty 

drive shafts.   

The Robust front and rear axle assembly manufactured by 

Dana Spicer® (Germany) .   

Limited slip 4 x 4 differentials delivering superior  drive 

performance.  

 

 



  Electronic controlled drive system. 

The electronic controlled drive system, Electronic Controlled 

Drive, enables the machine to be used and driven exactly as 

required. Weidemann has fitted four different drive modes 

specifically for this purpose. The following two operator 

modes are included as standard: 

• Auto mode: Ensures the machine's usual 

100%performance. 

• Eco mode:   The engine speed reduces to 2,200 revs/min 

once the desired driving speed has been reached. This 

enables a reduction of noise as well as a saving on fuel. 

 

Electric Automatic Parking Brake.  

The electric parking brake provides another 

auto-hold function, in addition to the hill-hold 

function. The brake is applied automatically 

when the machine comes to a standstill, when 

the machine is in neutral or when the operator 

leaves the cab. The parking brake is likewise 

automatically released when the machine is 

engaged using the foot pedal. Naturally, the 

brake can also be applied or released manually 

by pressing the switch. 

 

 

 

Three Steering Modes for maximum flexibility  

 

The HTL400 allows a high level of manoeuvrability. The 

absolute  all-rounder for any application and location 

because of it’s Three steering Mode Function which allows 

the operator to engage All Wheel Steering or Crab Steering 

or Front Wheel Steering depending on the application and 

site surroundings. All Wheel Steer Mode allows for an 

impressive 2695mm inner turning radius for tight confined 

spaces such as work in stables or storage areas. 

 



 

 

 

  

 

 

Model  HTL400 

 

 

 

 

Machine Data  

 

 

 

Machine weight (kg)  2750 

Overall Length with Forks         (mm)  3944 

Overall Width                              (mm)  1564 

Overall Height                             (mm) 1995 

Rated load                                     (kg)  1300 

Max Lift height                           (mm)  4163 

Wheel base                                  (mm)  1922 

Axle Base                                      (mm) 2850 

Ground Clearance                       (mm) 294 

Total Working Height                 (mm) 5280 

Min Turning Radius                    (mm)  2695 

Turning Angle                     (degrees)  42 

 

 

Engine Data  

Make  Perkins (Made in Germany)  

Fuel Type  Diesel  

Filtration  Donaldson  

Model  403J-11T 

Emissions  Tier 4 

Cylinder  3 

Displacement                               (cm3) 1,332 

Max Power                                    (HP)   30 

Rated Speed                                (rpm)  2600 

 

Hydraulic System 

Make  Danfoss (Made in Germany) 

Working Pump Type   Variable Displacement  

Drive System Pressure    (Bar)  350 

Working System Pressure (Bar) 220 

Auxiliary Pump Type Gear  

Auxiliary Circuit Flow        (Lpm)  35 

Travell  Type  Hydro static 4WD 

Make  Danfoss (Made in Germany) 

Speed                    2 Speed       (km/h)   20           (2 speed Modes)  

Axles  Spicer (Made n Germany) 

Brake Type  Wet Disc Brakes (Fail Safe)  

Steering Modes  2W steer, 4W steer , Crab steer  

 

Fluid Capacities  

Fuel Tank       (L)  34 

Engine oil       (L)  8 

Hydraulic oil  (L)  36 

Tyre  Make  10.0/5-15.3 

Electrical Data  Operating Voltage    (V)  12 

 

1) According to 2000/14/EG & appendixes. (2) According to 2000/14/EG & appendixes. 

(3) According to ISO 6396. (4) According to ISO 8041. *Depending on the engine variant. 

A vouch for technical excellence, for powerful and reliable machines and for quality “Designed in EU”. In their respective 

                    



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

MACHINE DIMMENSIONS  

1) According to 2000/14/EG & appendixes. (2) According to 2000/14/EG & appendixes. 

(3) According to ISO 6396. (4) According to ISO 8041. *Depending on the engine variant. 

A vouch for technical excellence, for powerful and reliable machines and for quality “Designed in EU”. In their respective 

domain, they exceed the currently applicable emission standards. According to the emission regulations of different countries, you have the choice 

to select the right engine type for your purpose. 

Specifications are subject to change without notice.  

 

 

 


